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Slide Guards 

Slope:  3:12 to 6:12 

Roof Height: 25’ maximum 

One Slide Guard Row 
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Slope:  6:12 + to 8:12 

Roof Height: 25’ maximum 

Several Slide Guard Rows 

Slope:  8:12 + 

Roof Height: 25’ + 

Slide Guards CAN’T 

BE USED for Fall 

Protection 
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Note: Oregon OSHA changed the trigger height for general fall protection in 

construction from 10 feet to 6 feet – effective January 1, 2017. Slide guards will no 

longer be an allowed method of fall protection – effective October 1, 2017. 
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Tablas Contra Deslizamiento 

Pendiente:  3:12 to 6:12 

Altura Techo: 25’ máximo 

Una Hilera de Tabla Contra 

Deslizamiento 
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Pendiente:  6:12 + to 8:12 

Altura Techo: 25’ máximo 

Varias Hileras de Tablas 

Contra Deslizamiento 

Pendiente:  8:12 + 

Altura Techo: 25’ + 

Tablas Contra 

Deslizamiento NO SE 

USARÁN como protección 

contra caídas 

El Sobresaliente 
de la Tabla 

Contra 
Deslizamiento 

Desde la 
Ménsula: 

 
Pregute al 
Fabricante 

 
(Algunos 

Recomiendan  
(6” a 12”) 

25’ 
Máximo 
Suelo al 
Alero 

8’ 
Máximo 
Entre las 
Ménsulas 

8’ 
Máximo 
Entre las 

Tablas 
Contra 

Deslizamiento 

Por lo 
Menos 6” 

del 
Borde 

del Techo 90
o 

  
Grados 

Ménsulas y 
Tablas 
Contra 

Deslizamiento 

Nota: Oregon OSHA cambió la altura de activación para la protección general contra 

caídas en la construcción de 10 pies a 6 pies  - efectivo el 1 de enero, 2017.  Tablas contra 

deslizamiento ya no se permitirán como modo de protección contra caídas – efectivo el 1 

de octubre, 2017. 


