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NOTES Fatality Report
Accident type  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Fall 
Industry. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Manufacturing
Employee job title . . . . . . . . . . . . . . . . . . . . . . . .Truss Fabricator

Description of accident
The employee was working on a truss section while standing in a basket platform attached to the front of a forklift. 
While the forklift was stationary, the basket was raised to approximately 14 feet above the pavement to allow the  
employee to work on upper sections of the truss. An additional part was needed to complete the assembly process,  
so the forklift operator moved 
the vehicle to where the addi-
tional part was located, with the 
employee still on the platform. 
The forklift had traveled for 
several feet when the operator 
attempted to make a sharp left 
turn, which caused the forklift 
to lose stability and roll onto 
its side. The employee was 
slammed to the pavement in the 
basket platform and received 
severe head injuries. The em-
ployee died in a hospital, several 
days later. 

Investigation findings
The forklift was in motion while the employee was on a personnel platform more than four feet above ground, a 
violation of OR-OSHA General Industry rules. The sharp left turn performed by the forkliftʼs operator compro-
mised the stability of the forklift, causing the vehicle to tip over. The investigation determined that employees 
were not required to perform practical exercises to demonstrate their ability to safely operate a forklift, and some 
operators were not aware that transporting a worker while the platform was more than four feet above ground 
constituted an unsafe work practice. Additional training for forklift operators, including a practical driving test, 
could prevent future unsafe forklift operation.

Applicable standards
29 CFR 1910.178 (l)(2)(ii)
29 CFR 1910.178 (l)(3)
OAR 437-002-0227 (4)(e)



Departamento de Servicios para Consumidores y Negocios  
División de Seguridad e Higiene en el Trabajo  
Salem, OR 97310

Informe De Fatalidad 
Tipo de accidente . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Caída
Industria  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Manufactura
Título del puesto del empleado  . . . . . Fabricante de Armazones

Descripción del accidente
El empleado estaba trabajando en una sección de armazón mientras estaba parado en una plataforma de canastilla 

sujetada a la parte delantera de un montacargas. Mientras el montacargas estaba estacionario, la canastilla fue elevada 
aproximadamente a 14 pies sobre el pavimento para permitirle al empleado trabajar en secciones más elevadas del 
armazón. Se necesitaba una parte adicional para terminar el proceso de montaje y el operador del montacargas movió 
el vehículo a donde la parte 
adicional estaba ubicada mientras 
que el empleado todavía estaba 
en la plataforma. El montacargas 
había viajado varios pies cuando 
el operador intentó dar una vuelta 
cerrada a la izquierda, causando 
que el montacargas perdiera esta-
bilidad y se volcara a un lado. El 
empleado fue abotado pavimento 
mientras todavía estaba en la 
plataforma de canastilla y sufrió 
lesiones graves a la cabeza. Días 
después el empleado murió en el 
hospital a causa de sus lesiones 
graves. 

NOTAS DE 

SEGURIDAD

Conclusiones de la investigación 
El montacargas estaba en movimiento mientras el empleado estaba en una plataforma de personal a más de 

cuatro pies sobre el suelo, una violación de las reglas de Industria General de OR-OSHA. La vuelta cerrada a la 
izquierda realizada por el operador del montacargas comprometió la estabilidad del montacargas, causando que 
el vehículo se volcara. La investigación determinó que los empleados no estaban obligados a realizar ejercicios 
prácticos para demostrar su habilidad para operar un montacargas de manera segura, así mismo algunos opera-
dores no sabían que transportar a un trabajador mientras la plataforma estaba a más de cuatro pies sobre el suelo 
constituía una práctica de trabajo insegura. Capacitación adicional para operadores de montacargas, incluyendo 
un examen práctico de manejo, podría evitar futuras condiciones de operación de montacargas inseguras.

Normas aplicables
29 CFR 1910.178 (l)(2)(ii)
29 CFR 1910.178 (l)(3)
OAR 437-002-0227 (4)(e)




