
S
A

F
E

T
Y

 N
O

T
E

S
Department of Consumer & Business Services 
Oregon Occupational Safety & Health Division 
Salem, OR 97310

Description of accident
Two employees were excavating a buried irrigation pipeline for an agricultural operation. One employee operated 
a backhoe to unearth concrete vaults in a trench 35 feet long, 14 feet wide, and 14 feet deep, while the second 
employee entered the trench to remove soil remaining around the pipeline and vault. While the second employee 
was in the trench, a bank collapsed, completely covering the worker. The backhoe operator attempted to rescue the 
worker by use of the backhoe bucket and a hand shovel before driving the backhoe several miles to gain assistance. 
The buried worker died before rescuers could unearth him.

NOTE:
Safety Notes are provided for informational purposes to educate employers about an occupational accident that occurred, 
and applicable safety and health standards meant to prevent incidents. The incident summary provided above could vary from 
information obtained as part of an Oregon OSHA official investigation, and should not be relied upon or considered a substitute 
for the official investigation information. This information is not guaranteed to be complete or accurate, and the user is responsible 
for any conclusions drawn from such information. This information is not a substitute for any provision of the Oregon Safe 
Employment Act or any standards issued by Oregon OSHA.
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Investigation findings
The excavation was not shored or sloped. Excavation spoil was stored at the edge of the trench, increasing the 
weight on the bank and increasing the potential for collapse. The victim had never worked on an excavation  
project and had not been trained on excavation hazards. Neither employee was provided instruction about  
adequate shoring. No emergency medical plan or communication equipment was provided for workers at the 
remote work site.

Prevention information
• Always use appropriate shoring and protective systems in excavations greater than 5 feet deep.
• Provide adequate training for employees in safe work procedures.
• Understand and comply with appropriate standards for excavation work.           

(See Division 3-P Rules, or Division 4 for agricultural employers).
• Develop and implement an emergency medical plan to ensure rapid medical treatment for  

injured workers.
• Ensure that communication devices are available to all employees.
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Descripción de accidente
En una empresa agricola, dos trabajadores estaban excavando un tubo de irrigación enterrado. Un trabajador 
operaba una retroexcavadora pare desterrar bóvedas de croncreto en una trinchera de 35 pies de largo, 14 pies de 
anchura y 14 pies de profundidad mientras el segundo trabajador se metió a la trinchera para sacar tierra del alred-
edor del tubo y la bóveda. Mientras el segundo trabajador estaba en la trinchera, un talud se derrumbó, cubriendo 
por completo al trabajador. Trás intentar rescatar al trabajador usando la pala mecánica de la retroexcavadora y una 
pala de mano, el operario manejo la retroexcavadora varias millas por ayuda. El trabajador sepultado murió antes 
de que los rescatadores lo pudieran desterrar.
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Resultados de la investigación
La excavación no estaba apuntalada o declivada. Los desechos de la excavación estaban apilados al borde de la 
trinchera, aumentando el peso sobre el borde y elevando la posibildad de un derrumbe. La víctima nunca habia 
trabajado en una obra de excavación y no habia sido adiestrado en los peligros de las excavaciones. A ninguno 
de los trabajadores se le habia adiestrado sobre aputalamiento adeucado. No se habia provisto ningún plan 
médico de emergencia o equipo de comunicación a los trabajadores en el remoto lugar de trabajo.

Información de prevención
• Siempre use apuntalamiento y sistemas protectores adecuados en excavciones mayores de  

5 pies de profundidad.
• Proporcione a los trabajadores adiestramiento en procedimientos laborales seguros.
• Entienda y cumpla con las reglas apropiadas de labores de excavaciones. (Vea las Normas,  

División 3-P o División 4 para empleadores agricolas).
• Desarrolle y ponga en pie un plan médico de emergencia para asegurar tratamiento médico  

rápido para trabajadores lesionados.
• Asegúrese de que todos los trabajadores dispongan de aparatos de comunicación.

NOTA:
Las Notas de Seguridad se proporcionan con el propósito de educar a los empleadores sobre un accidente de trabajo ocurrido 
y las normas de seguridad e higiene establecidas para prevenir accidentes. El resumen del suceso presentado anteriormente, 
puede ser diferente de la información obtenida por Oregon OSHA como parte de una investigación oficial y, no se le deberia 
depender, o tratar como sustituto a la información de la investigación oficial. Esta información ne se le garantiza ser completa 
o certera, y el usuario es responsable por sacar cualquier conclusión de tal información. Esta información no sustituye ningún 
proviso del Acta de Trabajo Seguro de Oregon o cualquiera de las normas emitidas por Oregon OSHA.




