
Sponsor Designation Year Title Division

CGA Pam C-6 1968 Visual Inspection of Compressed Gas Cylinders 2-H 1910.101

CGA Pam C-8 1962 Requalification of ICC-3HT Cylinders 2-H 1910.101

CGA Pam P-1 1965 Safe Handling of Compressed Gases 2-H 1910.101

CGA S-1.1 1963 (A1965) Safety Relief Device…Cylinders for Compressed Gas 2-H 1910.101

CGA S-1.2 1963 Safety Relief Device…Cargo and Portable Tanks 2-H 1910.101

CGA Pam G-1 2009 Acetylene 2-H 437-002-2102

NFPA 51-A 2006 Acetylene Charging Plants 2-H 437-002-2102

NFPA 51-A 2001 Acetylene Charging Plants 2-H 437-002-2102

CGA G-1.2 2006 Acetylene Piping 2-H 437-002-2102

ASME NONE 1968 Boiler and Pressure Vessel Code, Section VIII 2-H 1910.103

ASME B31.1 1967 (A1969) Pressure Piping 2-H 1910.103

NFPA 220 1969 Standard Types of Building Construction 2-H 1910.103

NFPA 51 1969 Welding and Cutting 2-H 1910.103

NFPA 566 1969 Bulk Oxygen Systems 2-H 1910.103

API 620 1963 Large, Welded, Low-pressure Storage Tanks 2-H 1910.103

API 620, Ap R 1965 Large, Welded, Low-pressure Storage Tanks 2-H 1910.103

CGA S-1 NO DATE Safety Relief Device…Compressed Gas Storage Container 2-H 1910.103

ANSI B31.1 1967 (A1969) Pressure Piping 2-H 1910.103

ANSI B31.3 1966 Petroleum Refinery Piping 2-H 1910.103

ANSI B31.5 1966 (A1968) Refrigeration Piping 2-H 1910.103

ASTM D1692 1968 Test Flammability Plastic Sheeting Cellular Plastic 2-H 1910.103

NFPA 496 1967 Purged Enclosures Electrical Equipment Hazardous Loc. 2-H 1910.103

ASME NONE 1968 Boiler and Pressure Vessel Code, Section VIII 2-H 1910.104

ASME NONE 1968 Boiler and Pressure Vessel Code, Section VII 2-H 1910.104

ANSI B31.1 1967 (A1969) Pressure Piping 2-H 1910.104

CGA S-1 NO DATE Safety Relief Device…Compressed Gas Storage Container 2-H 1910.104

CGA G8.1 1964 Installation Nitrous Oxide Systems 2-H 1910.105



ASTM D-86 1962 Test Distillation of Petroleum Products 2-H 1910.106

ASTM D-56 1970 Test Flashpoint by Tag Closed Tester 2-H 1910.106

ASTM D-93 1971 Test Flashpoint by Pensky-Martens 2-H 1910.106

ASTM D-5 1965 Test Penetration for Bituminous Materials 2-H 1910.106

ASTM D323 1968 Test Vapor Pressure  Petroleum Products (Reid Method) 2-H 1910.106

ASTM D88 1956 Test Saybolt Viscosity 2-H 1910.106

ASTM D2161 1966 Conversion Tables for SUS 2-H 1910.106

ASTM D445 1965 Test Viscosity of Transparent and Opaque Liquids 2-H 1910.106

UL No. 142 1968 Steel Aboveground Tanks Flammable Combustible 2-H 1910.106

UL No. 58 1961 Steel Underground Tanks Flammable and Combustible 2-H 1910.106

UL No. 80 1963 Steel Inside Tanks for Tanks Oil-Burner Fuel 2-H 1910.106

API 650 1966 Welded Steel Tanks for Oil Storage 2-H 1910.106

API 12B 1958 Bolted Production Tanks 2-H 1910.106

API Supp. 1 1962 Bolted Production Tanks 2-H 1910.106

API 12D 1957 Large Welded Production Tanks 2-H 1910.106

API 12F 1961 Small Welded Production Tanks 2-H 1910.106

API 620 1966 Design Construction Large, Welded, Low-Pressure Tanks 2-H 1910.106

ASME NONE 1968 Boiler and Pressure Vessel Code, Section VIII 2-H 1910.106

API 2000 1968 Venting Atmospheric and Low Pressure Storage Tanks 2-H 1910.106

NFPA 251 1969 Methods Fire Tests Building Construction &  Materials 2-H 1910.106

NFPA 80 1968 Fire Doors and Windows 2-H 1910.106

NFPA 385 1966 Tank Vehicles for Flammable Liquids 2-H 1910.106

ASME NONE 1968 Boiler and Pressure Vessel Code, Section I 2-H 1910.106

NFPA 32 1970 Dry cleaning Plants 2-H 1910.106

NFPA 35 1970 Manufacture of Organic Coatings 2-H 1910.106

NFPA 36 1967 Solvent Extraction Plants 2-H 1910.106

NFPA 37 1970 Installation Use Stationary Combustion Engines/Turbines 2-H 1910.106

NFPA 70 NO DATE National Electrical Code (NEC) 2-H 437-002-0107

NFPA 33 2000 Spray Application Flammable/Combustible Materials 2-H 437-002-0107

ANSI C2 2002 National Electrical Safety Code (NESC) 2-H 437-002-0107



NFPA 86A 1969 Ovens and Furnaces 2-H 437-002-0107

NFPA 86 1999 Ovens and Furnaces 2-H 437-002-0107

ASTM D56 1970 Test for Flash Point by Tag Closed Tester 2-H 437-002-0118

ASTM D93 1971 Test for Flash Point by Pensky-Martens Closed Tester 2-H 437-002-0118

NFPA 33 1989 Spray Application Flammable/Combustible Materials 2-H 437-002-0118

CGA NONE No date Packaging, Storage, Transport, Use -- Ammonium Nitrate 2-H 1910.109

NFPA 203-M 1970 Manual on Roof Coverings 2-H 1910.109

NFPA 78 1968 Lightning Protection Code 2-H 1910.109

ASME NONE 1968 Boiler and Pressure Vessel Code, Section VIII 2-H 1910.110-

NFPA 58 Fab/Install Storage Handling Liquefied Petroleum Gases 2-H 1910.110-

ANSI H38.7 1969 Aluminum Alloy Pipe 2-H 1910.110-

ASTM B241 1969 Aluminum Alloy Pipe 2-H 1910.110-

ASTM A53 1969 Grade B Electric Resistance Welded/Flash Welded Pipe 2-H 1910.110-

ANSI H23.1 1970 Seamless Copper Water Tube 2-H 1910.110-

ASTM B88 1969 Seamless Copper Water Tube 2-H 1910.110-

ASTM B210 1968 Aluminum-Alloy Drawn Seamless Tubes 2-H 1910.110-

NFPA 54 1969 Installation of Gas Appliances and Gas Piping 2-H 1910.110-

NFPA 54A 1969 Installation of Gas Piping/Equipment Industrial Premises 2-H 1910.110-

NFPA 37 1970 Stationary Combustion Engines 2-H 1910.110-

NFPA 96 1970 Removal of Smoke/Vapors Commercial Cooking Equip. 2-H 1910.110-

NFPA 505 1969 Powered Industrial Trucks 2-H 1910.110-

NFPA 59 1968 LP Gas at Utility Gas Plants 2-H 1910.110-

ASME NONE 1968 Boiler and Pressure Vessel Code, Section VIII 2-H 1910.111

ANSI K61.1 Fab/Install Storage and Handling of Anhydrous Ammonia 2-H 1910.111

Fert Inst M1 Fab/Install Storage/Handling Agricultural Anhydrous Ammonia 2-H 1910.111

ANSI B31.5 1966 Refrigeration Piping Code 2-H 1910.111

ANSI B31.5a 1968 Refrigeration Piping Code 2-H 1910.111

ASTM A53 1969 Electric Resistance/Flash Welded Pipe 2-H 1910.111

ASTM A47 1968 Malleable Iron Castings 2-H 1910.111



ASTM A395 1968 Ductile Iron for Use at Elevated Temperatures 2-H 1910.111

ASTM A126 1966 Gray Iron Casting for Valves, Flanges, Pipe Fittings 2-H 1910.111

RMA NONE No date Specifications Anhydrous Ammonia Hose 2-H 1910.111

API 620 1970 Design/Construction Large, Welded, Low-Pressure Tanks 2-H 1910.111

CGA S-1 1959 Safety Relief Devices CG Storage Containers 2-H 1910.111

ASTM D-86 1962 Test for Distillation of Petroleum Products 2-H 1910.119

NFPA 1991 NONE Vapor-Protective Suits  Hazardous Chemical Emergencies 2-H 1910.120-

NFPA 1992 NONE Liquid Splash-Protective Suits 2-H 1910.120-

NFPA 1993 NONE Liquid Splash-Protective Suits Nonemergency, Nonflam 2-H 1910.120-

NFPA 472 NONE Professional Competence Responders HAZMAT Incident 2-H 1910.120-

NFPA 471 NONE Responding to Hazardous Material Incidents 2-H 1910.12

None referenced 2-H 437-002-0122


