
Sponsor Designation Year Title Division

ANSI A10.14 1991 Safety Belts, Harnesses, Lanyards and Lifelines 2-I 437-002-0125

ANSI Z87.1 1989 (R1998) Eye and Face Protection 2-I 1910.133

ANSI Z87.1 2003 Eye and Face Protection 2-I 1910.133

CGA G-7.1 1989 Commodity Specification for Air 2-I 1910.134

ANSI Z89.1 1986 Protective Headwear 2-I 1910.135

ANSI Z89.1 2003 Industrial Head Protection 2-I 1910.135

ANSI Z89.1 1997 Industrial Head Protection 2-I 1910.135

ANSI Z41 1991 Protective Footwear 2-I 1910.136

ANSI Z41 1999 Protective Footwear 2-I 1910.136

ASTM F2412 2005 Standard Test Methods for Foot Protection 2-I 1910.136

ASTM F2413 2005 Performance Requirements Foot Protection 2-I 1910.136

ASTM D120 1987 Rubber Insulating Gloves 2-I 1910.137

ASTM D178 1993 Rubber Insulating Matting. 2-I 1910.137

ASTM D178 1988 Rubber Insulating Matting. 2-I 1910.137

ASTM D1048 1993 Rubber Insulating Blankets 2-I 1910.137

ASTM D1048 1988a Rubber Insulating Blankets 2-I 1910.137

ASTM D1049 1993 Rubber Insulating Covers 2-I 1910.137

ASTM D1049 1988 Rubber Insulating Covers 2-I 1910.137

ASTM D1050 1990 Rubber Insulating Line Hose 2-I 1910.137

ASTM D1051 1987 Rubber Insulating Sleeves 2-I 1910.137

ASTM F478 1992 In-Service Care of Insulating Line Hose 2-I 1910.137

ASTM F479 1993 In-Service Care of Insulating Blankets 2-I 1910.137

ASTM F496 1993b In-Service Care of Insulating Gloves and Sleeves 2-I 1910.137

ANSI A11.1 1965 Industrial Lighting 2-J 437-002-0144

ANSI Z53.1 1967 Safety Colors 2-J 1910.145

ASAE R276 1967 Slow-Moving Vehicles 2-J 1910.145



ASAE S276.2 1971 Slow-Moving Vehicles 2-J 1910.145

ANSI B114.1 1971 Slow-Moving Vehicles 2-J 1910.145

NONE NONE NONE None referenced 2-J 1910.146

NONE NONE NONE None referenced 2-J 1910.147

ANSI Z308.1 1998 Workplace First Aid Kits 2-K 437-002-0161

NFPA 1561 No date Fire Department Incident Management 2-L 437-002-0182

NFPA 1962 1993 Inspection, Care, Maintenance Fire Hose 2-L 437-002-0182

NFPA 1971 1991 Protective Ensembles 2-L 437-002-0182

NFPA 1971 2000 Protective Ensembles 2-L 437-002-0182

NFPA 1971 1996 Protective Ensembles 2-L 437-002-0182

NFPA 1973 1988 Gloves 2-L 437-002-0182

NFPA 1971 1996 Protective Ensembles 2-L 437-002-0182

ANSI Z87.1 1979 Eye and Face Protection 2-L 437-002-0182

NFPA 1982 No date Personal Alert Safety Systems 2-L 437-002-0182

CGA G7.1 1989 Commodity Specification for Air 2-L 437-002-0182

NONE NONE 1991 Uniform Fire Code 2-L 437-002-0182

NFPA 1914 1991 Aerial Devices 2-L 437-002-0182

ANSI Z87.1 1968 Eye and Face Protection 2-L 437-002-0182

NFPA 1500 1996 Occupational Safety/Health Program 2-L 437-002-0182

NFPA 1142 2001 Water Supplies 2-L 437-002-0182

NFPA 1971 1975 Protective Clothing 2-L 1910.156

NFPA 10 Latest ed. Portable Fire Extinguishers 2-L 437-002-0187

NFPA NONE Installation Automatic Sprinkler Systems 2-L 1910.159

NBFU NONE Installation Automatic Sprinkler Systems 2-L 1910.159

ASME NONE 1968 Boiler Pressure Vessel Code, Section VIII 2-M 1910.166

ANSI B20.1 1957 Conveyors, Cableways 2-N 437-002-0221



ANSI B153.1 1990 Automotive Lifts 2-N 437-002-0221

USDOT MUTCD 2000 Manual of Uniform Traffic Control Devices 2-N 437-002-0221

ODOT NONE Current Oreg Temp Traffic Control Handbook 2-N 437-002-0221

SAE J320 1972 Rollover Protection (ROPS) 2-N 437-002-0223

SAE J394a 1972 Rollover Protection (ROPS) 2-N 437-002-0223

SAE J395a 1972 Rollover Protection (ROPS) 2-N 437-002-0223

SAE J396a 1972 Rollover Protection (ROPS) 2-N 437-002-0223

SAE J167 1972 Rollover Protection (ROPS) 2-N 437-002-0223

SAE J231 1971 Fall Object Protective Structures (FOPS) 2-N 437-002-0223

ANSI B56.1 1969 Powered Industrial Trucks 2-N 1910.178

NFPA 30 1969 Flammable and Combustible Liquids 2-N 1910.178

NFPA 58 1969 Liquefied Petroleum Gases 2-N 1910.178

ANSI B30.5 1989 Wire Rope 2-N 437-002-0228

SAE J959 1966 Lifting Crane, Wire-Rope Strength 2-N 437-002-0228

ANSI B30.9 1971 Slings 2-N 1910.179

ANSI B30.2.0 1967 Overhead and Gantry Cranes 2-N 1910.179

CMAA Spec No 61 NONE NONE 2-N 1910.179

ANSI A14.3 1956 Fixed Ladders 2-N 1910.179

ANSI B30.5 1968 Crawler, Locomotive, Truck Cranes 2-N 1910.800-

SAE J765 1961 Crane Load-Stability Test Code 2-N 1910.800-

PCSA No. 2 1968 Mobile Hydraulic Crane 2-N 437-002-0230

ANSI B30.6 1969 Derricks 2-N 1910.181

ASTM A391 1965 Alloy Steel Chain 2-N 1910.184

ANSI G61.1 1968 Alloy Steel Chain 2-N 1910.184


