
Sponsor Designation Date Title Division

None referenced 4-A

None referenced 4-B

None referenced 4-C

ANSI A14.5 1992 Portable Reinforced Plastic Ladders 4-D 437-004-0340

ANSI A14.1 1994 Wood Ladders 4-D 437-004-0340

ANSI A14.2 1990 Metal Ladders 4-D 437-004-0340

AWS D1.0 1966 Welding in Building Construction 4-D 437-004-0360

Comm. Std CS202-56 1961 Industrial lifts/Hinged loading ramps 4-D 437-004-0390

None referenced 4-E

ANSI A90.1 1969 Manlifts 4-F 437-004-0570

ANSI A14.3 1956 Fixed Ladders 4-F 437-004-0570

None referenced 4-G

CGA G-1.3 1970 Acetylene, Piped systems 4-H 437-004-0715

ASME None 1968  Boiler and Pressure Vessel Code/Section VIII 4-H 437-004-0716

ASME None 1968  Boiler and Pressure Vessel Code/Section VII 4-H 437-004-0716

ANSI B31.1 1967 Pressure Piping 4-H 437-004-0716

ANSI B31.10a 1969 Pressure Piping 4-H 437-004-0716

CGA Pam S-1 No date Safety Relief Devices 4-H 437-004-0716

NFPA Bull NR 340 No date Tanks for Flammables 4-H 437-004-0720

NFPA Bull NR 395 No date Tanks for Flammables 4-H 437-004-0720

None None No date Uniform Bldg Code/Oregon.  Volume 2 4-H 437-004-0720

NFPA 30 1996 Storage Rooms 4-H 437-004-0720

NFPA 251 1969 Fire Tests of Building Construction and Materials 4-H 437-004-0720

NFPA 80 1968 Fire Doors and Windows 4-H 437-004-0720

NFPA 54 1996 Installation of Gas Appliances and Gas Piping 4-H 437-004-0780

NFPA 58 1995 Storage Handling Liquefied Petroleum 4-H 437-004-0780

ASME/API None 1951 (A1954) Unfired Pressure Vessels for LPG 4-H 437-004-0780



ASTM A-53 1969  Grade B Electric Resistance Welded Pipe 4-H 437-004-0780

ANSI H23.1 1970 Seamless Copper Water Tube 4-H 437-004-0780

ASTM B88 1969 Seamless Copper Water Tube 4-H 437-004-0780

ASTM B210 1968 Aluminum Alloy tubing 4-H 437-004-0780

NFPA 54 1969 Installation of Gas Appliances and Gas Piping 4-H 437-004-0780

NFPA 54A 1969 Piping and Gas Equipment on Industrial Premises 4-H 437-004-0780

NFPA 37 1970 Installation Use Stationary Combustion Engines 4-H 437-004-0780

ASME None Pre-1949 Containers 4-H 437-004-0780

ASME None Post-1949 Containers 4-H 437-004-0780

NFPA 505 1969 Powered Industrial Trucks 4-H 437-004-0780

ANSI K61.1 1999 Storage and Handling of Anhydrous Ammonia 4-H 437-004-0800-

CGA G-2.1 1999 Storage and Handling of Anhydrous Ammonia 4-H 437-004-0800-

ANSI B31.5 1966 Refrigeration Piping Code (Re: Ammonia) 4-H 437-004-0800

ANSI B31.5a 1968 Refrigeration Piping Code (Re: Ammonia) 4-H 437-004-0800

ASTM A47 1968 Ferritic Malleable Iron  Castings 4-H 437-004-0800

ASTM A395 1968 Ferritic Ductile Iron  Pressure-maintaining Cast 4-H 437-004-0800

ASTM A126 1966 Gray Iron Castings 4-H 437-004-0800

RMA None No date  Anhydrous Ammonia Hose 4-H 437-004-0800

API 620 4th ed/1970  Large, Welded, Low-Pressure Storage Tanks 4-H 437-004-0800

CGA S-1 1959 Safety Relief Device Compressed Gas Storage 4-H 437-004-0800

ANSI Z48.1 1954 (R1970). Portable Compressed Gas Containers, Markings 4-H 437-004-0800

ANSI K61.1 1966 Storage and Handling of Anhydrous Ammonia 4-H 4370004-0800

ANSI Z87.1 2003 Eye and Face Protection 4-I 437-004-1035

ANSI Z89.1 1997 Industrial Head Protection 4-I 437-004-1035

ANSI Z89.1 1986 Protective Headwear for Industrial Workers 4-I 437-004-1035

CGA G7.1 1989 Specification for Air 4-I 437-004-1041

ASTM F2412 2005 Foot Protection: Tests 4-I 437-004-1060 

ASTM F-2413 2005 Foot Protection: Performance 4-I 437-004-1060

ANSI Z41 1999 Protective Footwear 4-I 437-004-1060

ANSI Z41 1991 Protective Footwear 4-I 437-004-1060

ANSI A11.1 1965 Industrial Lighting 4-J 437-004-1140



ASAE R276 1967 Slow-moving Vehicle Emblem 4-J 437-004-1180

ASAE S276.2 1971 Slow-moving Vehicle Emblem 4-J 437-004-1180

ANSI B114.1 1971 Slow-moving Vehicle Emblem 4-J 437-004-1180

ANSI Z358 No date Eyewash Safety Showers 4-K 437-004-1305

None referenced 4-L

ASME None 1995  Boiler and Pressure Vessel Code, Section VIII 4-M 437-004-1505

NFPA 34 No date Flammable and Combustible Liquids 4-N 437-004-1630

ANSI B153.1 1990 Automotive Lifts 4-N 437-004-1670

ANSI B7.1 1988 Abrasive Wheels 4-O 437-004-2100

ANSI B175.1 1991 Power Chain Saws 4-P 437-004-2230

ANSI/OPEI B71.1 1996 Power Lawnmowers 4-P 437-004-2240

ANSI Z87.1 1989 (R1998) Eye and Face Protection 4-Q` 437-004-2310

ANSI Z87.1 2003 Eye and Face Protection 4-Q 437-004-2310

CGA V-1 1987 Compressed Gas Cylinder Valve Outlet 4-Q 437-004-2350

CGA C-4 1990 Marking Portable Compressed Gas Containers 4-Q 437-004-2350

Division 4 does not include a Subdivision R 4-R

None referenced 4-S

None referenced 4-T

ANSI Z26.1 1990 Safety Glazing Motor Vehicles 4-U 437-004-3410

ASAE S306.3 1974 Protective Frame for Agricultural Tractors 4-U 437-004-3600

ASAE J334 1970 Protective Frame Test 4-U 437-004-3600

ASAE S336.1 1974 Protective Enclosures for Agricultural Tractors 4-U 437-004-3600

SAE J114 1994 Seat Belts 4-U 437-004-3600



SAE J140 1995 Seat Belts 4-U 437-004-3600

SAE J141 1995 Seat Belts 4-U 437-004-3600

SAE J339 1994 Seat Belts 4-U 437-004-3600

SAE J800 1994 Seat Belts 4-U 437-004-3600

SAE J1040 1994 ROPS 4-U 437-004-3650

SAE J167 1992 ROPS 4-U 437-004-3650

SAE J231 1981 Falling Object Protective Structures (FOPS) 4-U 437-004-3650

ANSI A92.2 1990 Elevated Work Platforms 4-U 437-004-3650

Division 4 does not include a Subdivision V 4-V

None referenced 4-W

Division 4 does not include a Subdivision X 4-X

Division 4 does not includes a Subdivision Y 4-Y

ANSI Z11.24 1979 Tagliabue Closed Tester 4-Z 437-004-9800

ASTM D56 1979 Tagliabue Closed Tester 4-Z 437-004-9800

ANSI Z11.7 1979 Pensky-Martens Closed Tester 4-Z 437-004-9800

ASTM D93 1979 Pensky-Martens Closed Tester 4-Z 437-004-9800

ASTM D3278 1978 Setaflash Closed Tester 4-Z 437-004-9800

ANSI Z129.1 1982  Precautionary Labeling Hazardous Indus Chem 4-Z 437-004-9800


